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ABSTRACT

A brief investigation was made of current flexible utility connec-

tion designs for buried protective shelters, design criteriA for the
connections, and information on differential soil-structure displacements
caused by nuclear explosions.

Some designs of flexible utility connections were found, but no
design criteria were found. Only a meager amount of information was
found on differential soil-structure displacements.

A recommendation iq given to evaluate flexible utility connections.

Qualified requestors may obtain copies of this note from DDC.



INTRODUCTION

A requirement necessary for survival in underground protective shel-
ters from nuclear explosions is adequate supply of utilities--water, fuel,
electricity, etc. Some shelters are designed to be self-contained. That
is, the personnel, equipment, and all necessities for survival are within
the same shelter. For other designs, separate utility structures near
the shelters are used for storage of the utilities. The utilities are
supplied to the shelter by lines such as pipes, conduits and cables.
Nuclear explosions subject the utility lines passing through the exterior
walls of the shelters and structures to high stresses because of the
differential displacements caused by shock waves. These high stresses
may cause complete rupture of the utility lines. Thus, flexible connec-
tions must be designed and constructed to permit freedom of movement of
the utility lines with respect to the walls without causing undue stress
in the liaes or the walls. Small differential displacements are possible
with many types of ordinary utility connections, even those considered
rigid, because of the flexibility of materials used for utility lines.
However, these connections, in general, are not considered sufficiently
flexible for use in protective shelters.

This report describes the investigation conducted to determine what
specific designs of flexible utility connections are currently being used
for buried protective shelters and what design criteria are being used to
design these connections. In this investigation a literature search and
contacts with the Army, Navy and Air Force were made to obtain current
designs of connections and design criteria. In addition, the literature
search included an effort to find the magnitudes of differential displace-
mpnts between buried structures, utility lines, and surrounding soil
caused by nuclear explosions. It is anticLipated that the invearipation
together with a future experimental program will ]nad to development of
inexpensive flexible utility connections which will be capable of
withstanding ground motion effects expected to occur at blast shelters
and remaining in service.

FLEXIBLE UTILITY CONNECTIONS

Design

A literature search plus contacts with the Army, Navy and Air Force
revealed that there were some designs of flexible utility connections for
protective shelters. The connection shown in Figure 1 was used for the
utility line passing through the exterior and interior walls of
experimental structure No. 3.3c tested during Operation Plumbbob.X
Figure 2 shows details of three more utility connection designs forwarded
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by the Bureau of Yards and Docks. The connection shown in Figure 2(a)
was designed for the Canadian Department of National Defense, Figure 2(b)
for a BUDOCKS microwave tower, and Figure 2(c) for the protective shelter
at the Bethesda Naval Medical Center. It appears from Figure 2 that (a)
and (b) can tolerate only a relatively small differential displacement
compared to (c). The connections shown in Figures 3 through 5 were
designed for a launch control and launch facilities of an underground
missile site.

Inspection of Figures 1 through 5 shows in general that flexibility
of connections is obtained by passing the utility line through an over-
sized sleeve attached to the wall or protecting the utility line from the
surrounding soil. The remaining space in the oversized sleeve is usually
filled with some packing material. The protection is afforded by
encasing the utility line in an oversized rigid collar which is attached
to the wall and extends a short distance away from the shelter.

At the Nevada Test Site (NTS) various types of shelters and. utility
installations were evaluated during nuclear weapons effects tests. The
shelters included steel arch and concrete structures as well as one- and
two-story conventional aboveground houses made of wood, brick and con-
crete.1- Conduits for electrical cables and pipes for ventilation,
water, gas, and drainage were incorporated in some of the shelters.
However, the displacAmenta of the utility lines were not measured, and
only qualitative results were given concerning the effects of nuclear
explosion on these lines. In addition, flexible utility connections, if
used, were not reported except for the one shown in Figure 1. It was
reported that no significant physical damage occurred to the plumbing and
electrical fixtures installed in the shelter with the connection shown in
Figure 1 at the 60-psi overpressure range.2 Thus, it appears likely that
the connection shown in Figure I with the 2-inch clearance between pipe
and sleeve was sufficient fnr the dtfferential displacement caused by the
60-pai ovcrpreseere. A flexible uitiltfy connection Pimiler to the one
shown in Figure 1 was incorporated in a design of 100 psi personnel
shelter for the Federal Civil Defense Administration. 2

The utility installations evaluated at NTS included aboveground and
belowground gas installations, electric power installations, and various
types of commercial communications equipment. The maximum overpressure
for these tests was approximately 5 psi. It was reported that underground
gas installations, service piping, regulators, meters to buildings and
piping in buildings were apparently undamaged and operative.6 Slight
leakage was reported at jute and lead-caulked cast iron bell and spigot
joints. 6 Little damage occurred to an aboveground liquid petroleum bulk
storage plant.' Damage to electric power installations was confined to
the transmission and distribution circuits and was such that the damaged
circuits could easily and quickly be repaired. 8 The transmission circuit
consisted of a 600-foot spar of three copper conductors suspended on
steel towers with reinforced concrete footings. The distribution circuit
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consisted of conductors and transformers mounted on wood poles and service
drops to houses. In general, the commercial communications equipment was
more resistant to the effects of nuclear explosion than the structures in
and near which the equipment was exposed. 9

In the evaluation of the utility installations at NTS no tests of any
flexible utility connections were reported. Evidently, ordinary connec-
tions were employed where connections of utility lines to structures were
made.

Design Criteria

While the investigation revealed the existence of some designs of
connections, no design criteria have been found. This seems unreasonable
since the designs should logically have been based on some established
criteria. However, the need for flexible utility connections, especially
for underground missile sites, probably resulted in the designs before any
criteria could be formulated. Then, too, the information on the differ-
ential displacements between buried structures, utility lines, and the
surrounding soil induced by nuclear detonation is needed In formulating
design criteria for flexible utility connections. The paucity of such
information probably delayed the formulation of design criteria.

GROUND MOTION

A literature search was conducted in an effort to determine the
magnitudes of differential displacement between buried structures and
surrounding soil when subjected to the effects of nuclear weapons. Infor-
mation on free-field ground motion was included in this search. Most of
the available experimental data on free-field ground motion obtained at
the Nevada Test 'ftL (NTS) and Eniwetok Proving Ground (EPG) can be found
in various .ucleuair weaponc tcct reports.l Comprohe•g.. v rpnnrts are also
available on the various methods of determining ground motion parameters.ll1a
Thus, detailed discussion of the magnitudes of free-field ground motion is
not included herein. Only a brief discussion of the ground motion
phenomena is given in the following paragraphs.

The magnitude of ground motion or soil displacement when subjected to
dynamic forces depends on the yield of the nuclear weapon, position of the
weapon (above, below, or at the ground surface), distance from the weapon
to the point of interest, and the physical properties of the ground medium.

For surface and belowground detonations, a considerable portion of the
energy is directly transmitted to the ground. The ground motion induced
by this process is called directly-induced ground motion. For surface,
aboveground and belowground detonations in which cratering occurs, air
shock is developed. This air shock travels away from ground zero and
induces ground motion by imposing compression and shear waves in the ground.
Ground motion induced in this mAnner is called air-blast induced or air-
induced ground motion.
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Air-induced ground motion is divided into two distinct regions of
behavior. Near ground zero, the air shock velocity is greater than Lhe
compression waves in the ground. The ground motion in this region is
called superseismic. In this region, the ground motion is controlled by
the surface overpressure-time variation directly above the point of
interest. The initial ground disturbance is caused by the arrival of air
shock wave before any waves are transmitted through the ground.

The relative effect of the air-induced and directly-induced ground
motions is not completely understood. The reflected and refracted ground
waves may offset or couple with the air-induced waves to decrease or
increase the ground motion.

The air shock velocity decreases with increase in distance from
ground zero. In the region where the air shock velocity is lower than
that of the ground shear wave, the ground motion is called subseismic.
This region is characterized by the arrival of ground waves before the
air shock. The response of the ground to the various components of the
refracted and reflected waves is complicated and not easily predicted.

DIFFERENTIAL SOIL-STRUCTURE DISPLACEMENT

When a structure is placed in the grou•nd..d•, - , otr f "ctor- which
are additional to those already mentioned are introduced. These factors,
which further complicate the phenomena, are the type, size, shape, mass,
orientation, method of construction, depth and distance of the buried
structure from ground zero.

When this soil-structure system is subjected to dynamic forces, a
series of complex changes occur In the intensity and distribution of the
contact pressures between the structure and surrounding soil. These
ch'nngea are influenced by the raflectimn of the Rtress waves at the sni1-

structure interface and also by arching of the soil. All aspects of this
complex phenotuena are known as "soil-structure interaction" which is a
subject of intense study by many researchers.

The literature search indicated that little information is available
on the magnitudes of differential soil-structure displacement. Only a
few scattered test data Are available from nuclear weapons effects tests
at NTS and EPG. Most of the measurements concerning motions or displace-
ments have been those for the free-field or those between structural
components hut not structures with respect to the surrounding soil.
However, the need for the information has been recognized, and recommenda-
tions have been made to obtain relative displacements of structural
components with respect to an undisturbed point in the soil as a function
of time.

1 ' 13
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During Operation Teapot at NTS, two buried structures were subjected
to an underground nuclear explosion. These structures were 12-1/2 feet
square by approximately 9 feet high reinforced concrete boxes with no
roof or floor. Two opposite walls of each structure were 2 feet thick
and the others 12-1/2 inches thick. The structures designated as a-i and
a-2 were located approximately 50 and 100 feet respectively from the edge
of the crater formed by a 1.2 kt device buried at a depth of 67 feet.
The corresponding horizontal distances of the structures from ground zero
were 200 feet and 250 feet. The top of the structures was 3 feet 9 inches
below the surface of the ground. Figure 6 shows the permanent horizontal
displacements of the structures and surrounding soil. The soil displace-
ments were measured under another project. It was reported that the
structures responded as rigid structures and essentially moved with the
surrounding soil. 1 4 The measured acceleration versus time curves shown
in Figure 7 for the structures and the soil were similar and gave further
evidence that the structures and soil moved together. 4 From these
results it was concluded that utility lines to the structures probably
will not suffer too mich damage at the juncture to the structure.' 4

During Operation Plumbbob at NTS three buried structures were sub-
jected to a 37 kt air burst nuclear weapon. These structures were 25-foot
diameter, 180-degree corrugated metal arches covered with 5 feet of soil
above the crown. Two of the arches (Nos. 3.3b and 3.3c) were located
where the peak overpresstire on the ground sitrf~rp waR 60 psi, and the
other (No. 3.3a) wab lucaLed at the 100-psi overpressure range. Preshot
and postshot measurements of the footing relative to the floor showed an
average downward displacement of 2-7/16 inches for the footing of the No.
3.3a sLructure at the t00-psi overpressure range and 1-1/2 inches for the
footinps of the Nos. 3.3b and 3.3c structures at the 6 0-psi overpressure
range. Absolute displacements of the floors were not measured. However,
the low acceleration readings indicated that the floor slabs experienced
only small displacements. Free-field ground motions caused by thp air
shock from -ho qRamp 1~7 4f air h1ir~f- wpr meesured under another project
at the 120-and 59-psi overpressure ranges. The residual displacement was

0.1 inch downward at the 120-psi overpressure range and 0.18 inch upward
at the 59-psi overpressure range.' 5 These measurements were recorded at
a depth of 30 feet from the ground surface. It appears from these results

that the footings of the arches punched downward with respect to the free-
field which had small displacements. Assuming that the floor had no
displacement, the residual differential displacement of the footing was
approximately 1-3/4 inches and 2-1/4 inches respectively at the 60- and

100-psi overpressure range.

During Operation Plumbbob, shock gages were installed in the free-
field and also on the floor of a rectangular reinforced concrete shelter
to measure the maximum displacements at various frequencies. Each shock
gage essentially consisted of 10 masses attached to cantilever springs
mounted on a vertical plate. The natural frequencies of the spring-mass
system ranged from approximately 3 to 300 cycles per second. Peak
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responses to the shock input were recorded on smoked record plates by a
stylus attached to each mass. Figures 8 and 9 show the vertical and
horizontal displacement shock spectra for the floor of the shelter and
the free-field adjacent to the shelter. The vertical displacements in
the shelter were considerably less than the free-field measurements, but
the shelter and free-field displacements in the horizontal direction were
approximately the same. 4 These results indicated that there was differ-
ential soil-structure displacement in the vertical direction but not in
the horizontal direcrtin.

Under Task Y-F008-08-02-108, "Model Studies of Soil-Structure
Interaction," DASA 13.018, small flexible arch structures were buried in
dry sand and subjected to air blast loads up to approximately 25-psi over-
pressure in the NCEL blast simulator pit. The displacements of the
footings and the sand were monitored with deflection gages. Figure 10
shows the peak and permanent differential displacements of the footing and
the sand adjacent to the footing. Figure 10 shows in general. that the
differential displacements increased with increase in overpressure. The
increase was approximately linear and the peak differential displacement
was slightly greater than the permanent differential displacement. Under
the soil-structure interaction task, flexible cylinders were tested
similarly as the arches. Unpihlisbed data indicated that the downward
displacements of the cylinders were greater than those of the sand.

Other experiments were conducted in the NCEL blast simulator pit
under Task Y-FOOB-08-02-112, "Structural Failure from Ground Motion,"
DASA 13.018. In these experiments inclusions fabricated out of concrete
and wood were buried in d.ry sand and subjected to dynamic overpressures
tip to approximately 25 psi. The displacements of the inclusions and the
sand at various depths were monitored with deflection gages. Unpublished
results indicated in general that the inclusions moved downward more than
the sand. The results also indicated that the heavier inclusion was dis-
placed more than the lighter inclusion.

To gain more knowledge of soil and structural displacements under
dynamic forces, a study is being made by the University of Illinois under
Contract No. NBy-32279. One of the requirements of this contract is to
determine the gross magnitude of relative motion between buried structures
and their associated auxiliary systems. The results of the study are
forthcoming.

SUMMARY

A brief investigation was conducted to find current designs of
flexible utility connections for buried protective shelters, design cri-
teria for the connections and information on differential soil-structure
displacements caused by nuclear explosions.
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Literature search and contacts with the Army, Navy, and Air Force
revealed that there are some designs of flexible utility connections;
however, no design criteria have been found. Various types of shelters
and utility installations have been evaluated during nuclear weapons
effects tests at NTS and EPG, but no flexible utility connections except
for one type was found to have been incorporated in the installations.

A literature search indicated that the amount of information is
meager on the magnitudes of differential displacement between buried
shelters and surrounding soil. The available experimental results gave
indications that differential displacements of high magnitudes can occur
especially at high overprcssures. However, it appeared that the results
are not sufficient to formulate realistic design criteria for flexible
utility connections. Additional information, especially at high over-
pressures, is needed. Investigatiuns are being conducted to obtain the
needed information at NCEL under Task Y-F008-08-112, "Structural Failure
from Ground Motions," DASA 13.018, and also at the University of Illinois
under Contract No. NBy-32279.

RECOMMENDED EXPERIMENTAL PROGRAM

It appears from this investigation that there is a need for evaluating
currently available and future designs of flexible utility connections for
buried shelters. The evaluation will aid in the development of reliable
and economical connections. Therefore, it is recommended that an experi-
mental program as outlined in the subsequent paragraphs be initiated to
evaluate the connections.

The experimental program for this task consists of fabricating and
testing current flexible utility connection designs. NCEL blast simulator
will be ugod tot the tests. The fabricated connections will bh Incor-
porated into a simulated deýLioa of a footing or and wall of a standard
Navy arch structure. Figure 11 shows a proposed test setup. The short
lengths of the utility lines passing through the footing section will be
pressurized with water, air or have electric cables running inside the
lines. On one side of the footing simulated static overburden pressure
will be applied on the surface of the sand. This will be accomplished by
pressurizing a rubber bag contained by the sand, walls of the simulator
pit, the footing and a top platform which is tied to another platform at
the bottom of the pit. Static overburden pressures up to 15 psi
(approximately equal to 20 feet of dry sand) are possible with this scheme.

A similar experimental setup has been used for the strip footing
tests with overburden at NCEL under Task Y-F008-08-03-402, "Fundamental
Behavior of Soils Under Time Dependent Loads," DASA 13.018. Most of the
apparatus used for those tests can be used for this experimental program
without any modifications.



The footing section with the connections will be subjected to the
dynamic loads generated in the NCEL blast simulator chamber. The
displacements and accelerations of the footing section and utility lines
will be measured. In addition, the dynamic loads on the footing section
will be monitored. Changes in the footing deflection from test to test
will be attained by varying the dynamic load on the footing section.
Unpublished test results of the strip footing studies under Task Y-FO08-
08-03-402 indicated that footing displacements up to approximately 4
inches are possible. The performance of each connection will be evaluated
on the basis of its ability to withstand the differential displacements
without leaking or without damaging the electrical cables within the
utility line.
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